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Type lamellen-afscheider | Afstelhoogte “H"
NEBOdrop 3/15 - 300 (L) 130 mm
NEBOdrop 3/15 - 300 (H) 130 mm
NEBQOdrop 3/15 - 450 (L) 130 mm
NEBOdrop 3/15 - 450 (H) 130 mm
NEBOdrop 6/30 - 600 130 mm
NEBOdrop 6/30 - 900 130 mm
NEBQOdrop 9/45 - 900 130 mm
NEBQdrop 9/45 - 1350 130 mm
NEBOdrop 12/60 - 1200 130 mm
NEBOdrop 12/60 - 2000 130 mm
NEBOdrop 15/75 - 1500 130 mm
NEBOdrop 15/75 - 2500 130 mm
NEBOdrop 20/100 - 2000 130 mm
NEBOdrop 20/100 - 3000 130 mm
NEBOdrop 25/125 - 2500 130 mm
NEBOdrop 30/150 - 3000 130 mm
NEBOdrop 35/175 - 3500 130 mm
NEBOdrop 40/200 - 4000 130 mm
NEBOdrop 45/225 - 4500 130 mm
NEBQdrop 50/250 - 5000 130 mm

——— id0il-0IL sensor

Plaafsen en aansluiten conform de beschik-
bare idOil installatie- en bedienings-

instructies. (= handleiding)
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